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SPECIFICATIONS
@ @ &) 1.ELECTRICAL CHARACTEISTICS:
o 1-1.RATING: DC 12V 2A
g 3.710.1 1-2.CONTACT RESISTANCE: ZUmQMAX(INITAL)
H ——13.710.1 3.5%0.3=—  {-3.DIELECTRIC WITHSTANDING VOLTAGE:
= 110.1 3+ 500V AC FOR ONE MINUTE
/\ * 'ﬁ" i 1-4,INSULATION RESISTANCE: 100M {}MIN,
| | { | MEASURED BY 500V DC
|—'J_ ‘J_ I_L—| 2.LIFE TEST: MECHANICAL LIFE TEST 10000 CYCLES.
} - ’1 | 3.TEMPERATURE RISE: 30°C MAX
e = E
b HS — 25
= o5 2
g
=
oo
B -
o2
i
P.C.B LAYOUT =
8 TOLERANCE
7 UNLESS SPECIFIED
6 WITHIN 1.5mm : #0.lmm
5 OVER 1.5mm : +0.2mm | ISSUE | DATE DESCRIPTIONS OF REVISION APPD.
: TITLE : CONNECTOR UNIT : mm |DRWG NO.. BC-0255-37-3
2 | HOUSING PPA 1 | BLACK MODEL: BC-025S-37-3 scag: 14 | DWN. | YHG 28-0ct~2022
1 |CONTACT TERMINAL BeCu 3 | Au PLATED caixn| LM 28-0ct-2022
NO. PARTS MATERIALS QTY FINISH S.T. INDUSTRIAL (ASIA) LIMITED [ppp.| EN052 |28-0ct-2022
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