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SPECIFICATIONS
10.2 1. ELECTRICAL CHARACTERISTICS:
‘ L
1-2.CONTACT RESISTANCE: 50m () MAX(INITAL
1-3.DIELECTRIC WITHSTANDING VOLTAGE: @—ﬂ—@
500V AC FOR ONE MINUTE
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= QL 1-4 INSULATION RESISTANCE: 100M{l MIN,
-——e—:——— ——————— ey TR MEASURED BY 500V DC
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2.MECHANICAL CHARACTERISTICS: SCHEMATIC
2-1. FORCE: 50120gf
3.LIFE TEST: 50000 CYCLES MIN

i
""’_6.5_-" 2 ot —
—— ;‘5——- L
o B HA i
Ll '
-
T B |
© ?:: | l
> ] ) |
l /| '
~
>
5? e 8.4 2]
= 10.2
8 TOLERANCE
7 UNLESS  SPECIFIED
6 |CONTACT AGSN10 2 | SILVER WITHIN 1.5mm : 0.imm
5 |COVER BC 1 | TRANSPARENT OVER 15mm : 0.2mm | [SSUE | DATE DESCRIPTIONS OF REVISION APPD.
4 |BDUSING PBT 1 | NIACK TITLE : DETECTOR SWITCH UNIT: mm |DRWG NO.: DX-002
3 | TERMINAL QBecu 0.1t 1 | NATURAL
2 | TERMINAL QBecu 0.1t I | NATURAL MODEL: DX-002 scatg: 14 | DWN.| YHG 28-Aug-2022
1 [KNoB PON 1| BLACK cikp| LN 28-Aug-2022
NO. PARTS MATERIALS QTY FINISH S.T. INDUSTRIAL (ASIA) LIMITED |[ppp.| EN6-052 |28-Aug-2022
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