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SCHEMATIC
SPECIFICATIONS
e 1 1mrcm‘llémmm L0AD: DC 48V 50mA(max)/0.4mA SV DC{Min
TRAVEL POSITION 1-2.CONTACT RESISTANCE: 100m Q) IIAX(INTIEI].]}?I}A iu{mnc(mr))

1-3.DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE

‘ 1-4.INSULATION RESISTANCE: 100M £ MIN, MEASURED BY 500V DC
— 2.0PERATING FORCE: 0.8N (Max)
] — 2 3.LIFE TEST: 300,000 CYCLES MIN
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TRAVEL POSITION (X) P.CB LAYOUT
8 TOLERANCE
Y UNLESS  SPECIFIED
6 |CovER SPTE 1 | TIN PLATED WITHIN 1.5mm : +0.mm
5 |LEVER PA9T 1 |BLACK OVER 1.5mm : +0.2mm | ISSUE | DATE DESCRIPTIONS OF REVISION APPD.
4 | CASE PAOT 1 | BLACK TITLE : HOOK SWITCH UNIT : mm |DRWG NO.: HS-22L08-U
3 [sPRING SUS 1 | NATURAL
2 | CONTACT £5210 1| Ag CLAD MODEL: HS-22L08-U scatg: 1:4 | DWN.| VMG  |28-Aug-2024
1 | TERMINAL 2680 1 | Ag PLATED CHKD| LN 28-Aug-2024
NO. PARTS MATERIALS QTY FINISH S.T. INDUSTRIAL (ASIA) LIMITED [appp.| ENG052 |28-Aug-2024
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