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1.ELECTRICAL CHARACTERISTICS:
1-1.RATING: DC 12V 0.1A
1-2.CONTACT RESISTANCE: 100m {MAX(INITAL)
1-3.DIELECTRIC WITHSTANDING VOLTAGE:
260V AC FOR ONE MINUTE
1-4.INSULATION RESISTANCE: 100M{} MIN,
MEASURED BY 500V DC
2.TRAVEL: MIDDLE: 0.1540.7mm EDGE: 0.410.15mm

Center 3.MECHANICAL CHARACTERISTICS:
3-1.0PERATING FORCE:MIDDLE: 250150gf

{} EDGE: 16050

: 4 LIFE TEST: 50000 CYCLES MIN

i 1 5.PACKING: TAPE & REEL (1000PCS/REEL)
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8 TOLERANCE
7 UNLESS  SPECIFIED
6 |PLUM SHAPED BUTTON | PPA 1 | BIACK WITHIN 1.5mm : £0.1mm
5 |BUTTON PPA 1 | BLACK OVER 1.5mm : $0.2mm | ISSUE | DATE DESCRIPTIONS OF REVISION APPD.
4 | COEH Lol 1 | Ag PLATED TITLE : Multi Function Switches UNIT : mm |DRWG NO.: MT-5120
3 | DOME SUS 2 | Ag CLAD
2 | TERMINAL (5210 1 | Ag PLATED MODEL: MT-5120 soag: 14 | DWN.| YMG 27-Feb-2022
1 |BASE LCP 1 | BIACK cEKD| LM 27-Feb—-2022
NO PARTS MATERIALS QTY FINISH S.T. INDUSTRIAL (ASIA) LIMITED [sppp.| EN052 |27-Feb-2022
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