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v PART NO. | PIN SCHEMATIC
i e a4 = DS-012-E | #1.65
o .},_ 96.4 DS-012-B_| $2.0
l o ! [T DS-012-A | 92.5 SPECIFICATIONS
} ! ! 1 ELECTRICAL CHARACTEISTICS:
I~ 1 1-1.RATING: DC 30V 2A
o | 1-2.CONTACT RESISTANCE: 30m {IMAX(INITAL)
1-3.DIELECTRIC WITHSTANDING VOLTAGE:
} 500V AC FOR

ONE MINUTE
1-4.INSULATION RESISTANCE: 100M{} MIN,
MEASURED BY 500V DC
2.MECHANICAL CHARACTERISTICS:
2-1.0PERATING FORCE : 0.3Kgf-2.0kgf
J.LIFE TEST: 5000 CYCLES MIN

MATE PLUG 95.5 13.7
P.C.B IAYOUT

8 TOLERANCE
7 UNLESS SPECIFIED
6 | TERMINAL C5210 1 | Ag PLATED WITHIN 1.5mm : £0.!mm
5 |TERMINAL C2680 1 | Ag PLATED OVER 1.5mm : +0.2mm ISSUE DATE DESCRIPTIONS OF REVISION APPD.
e i b g P TITLE : DC POWER JACK UNIT: mm |DRWG NO.: DS-012(SERIES)
3 |PIN C3604 1 | Sn PIATED
2 [COVER PBT 1| BIACK MODEL: DS-012(SERIES) scae: 52 | DWN. | YMG  |12-Aug-2024
1 |HOUSING PBT 1 | BLACK cakn| LM 12-Aug-2024
NO. PARTS MATERIALS Q'TY FINISH S.T. INDUSTRIAL (ASIA) LIMITED | sppp.| ENG052 12-Aug-2024
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