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l 93.5 MATING PLUG S PLUG IN JACK SCHEMATIC
SPECIFICATIONS
1.ELECTRICAL CHARACTERISTICS:
1-1.RATING: DC 12V 1A
2 1-2.CONTACT RESISTANCE: 30 {) MAX(INITAL)
6 1-3.DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
1-4.INSULATION RESISTANCE: 100M{ MIN, MEASURED BY 500V DC
P 2 MECHANICAL CHARACTERISTICS:
$39 2-1.INSERTION FORCE : 0.3KG-3.0KG; LIFE:30% OF INITIAL VALUE
2-2.WITHDRAWAL FORCE : 0.3KG-3.0KG; LIFE:30% OF INITIAL VALUE
3.LIFE TEST: 50000 CYCLES MIN
i 1(51! 4-PACKING: TAPE & REEL(650PCS/REEL)
ﬂI(eX) 6.1£0.1

0.2 THK(6x)—=i WATERPRD{}F RING

0-RING

8 SILICA GEL 1 | GREEN TOLERANCE

7 | COVER PAT+33GF 1 | BLACK UNLESS  SPECIFIED

6 | HOUSING PA9T+33GF 1 | BLACK WITHIN 15mm : +0.imm

5 |BOND (2680 2 | Ag PIATED OVER 1.5mm : +0.2mm | ISSUE | DATE DESCRIPTIONS OF REVISION APPD.
4 | TERMINAL #4 05210 1 ; i —

3 | TERMINAL :3 (5210 1 | PLATING B0u” MIST TIN OVER TITLE : PHONE JACK UNIT : mm |DRWG NO.: ST-332-WP

2 | TERMINAL #2 05210 { | 50u” NI MODEL: ST-332-WP scatg: t4 | DWN.| YMG |11-Aug-2023
1 | TERMINAL #1 5210 1 ChkD | LM 11-Aug-2023
NO PARTS MATERIALS QTY FINISH S.T. INDUSTRIAL (ASIA) LIMITED [ppp.| ENG052 |11-Aug-2023

http://www.st-switch-jack.com Email : sales@st-switch-jack.com Tel : +852 3590 5120 Fax : +852 2542 2342




