- =1 | cap FILE:
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PART NO H(®E) C |
TD-0010A-3.5-WP | 3.5mm
2 TD-0010A-3.8—WP | 3.8mm SCHEMATIC
TD-0010A-4.5-WP | 4.5mm
9 TD-0010A-5.0-WP | 5.0mm
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8 TOLERANCE
7 | TERMINAL BRASS STRIP 2 | Ag PLATED UNLESS  SPECIFIED
6 |CASE PPA 1 | BLACK WITHIN {5mm : +0.lmm
5 |CONTACT CLIP SuUs 1 | Ag PLATED OVER 1.5mm : £0.2mm | [SSUE | DATE DESCRIPTIONS OF REVISION APPD,
4 | WATERPROOF MEMBRANE | PI 1 TITLE : TACT SWITCH UNIT : mm |DRWG NO.. TD-0010A-WP
3 | WATERPROOF GASKET  |SILICONE RUBBER 1
2 | COVER STEEL STRIP 1 | Ni PLATED MODEL: TD-0010A-WP scag: 1 | DWN. | YMG  |28-Aug-2024
1 |KNOB PPA 1 |BIACK cakp| LM 28-Aug-2024
NO. PARTS MATERIALS Q'TY FINISH S.T. INDUSTRIAL (ASIA) LIMITED [appp.| ENG-8087 28-Aug-2024
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