©)- =1 | cap FILE: TD-03XN | 17.0
TD-03XM | 135
0.85 TD-03XT | 14.0
o~ 6 , TD-03KH | 13.0
&= TD-03XF 12,5
L | TD-03X115 | 115
F=t ' i 0/FORCE | CODE -0319 | 110
r ® O O @ 458 TD-03XP | 105 SCHEMATIC
; 160gf X TD-03XE 95 SPECIFICATIONS
S B | 20gf | 2 e 1.ELECTRICAL CHARACTERISTICS:
e 1-1.RATING: DC 12V 50mA
~ D ® 100gf | T T?'gg :2 1-2.CONTACT RESISTANCE: 100m fMAX(INITAL)
i - J 1-3.DIELECTRIC WITHSTANDING VOLTAGE:
== : O+ TD-03XC | 7.3 250V AC FOR ONE MINUTE
[ TD-03XB 7.0 1-4.INSULATION RESISTANCE: 100M{] MIN,
TD-03XJ 8.5 MEASURED BY 500V DC
TD-03XR 6.0 1-5.BOUNCE: 10sec. MAX
! 2.MECHANICAL, PERFORMANCE
TD-03XA 5.0 2-1.0PERATING FORCE: 100+30gf; 160£30gf; 250150gf
TD-03XG | 4.3 3.LIFE TEST
1 MODEL NO. 3-1.ELECTRONICS LIFE TEST 100000 CYCLES.
‘ = 93.5+ * 4. PACKING: TAPE & REEL(L=4.3 1000PCS/REEL)
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= P.C.B 1AYOUT
B TOLERANCE
7 UNLESS ~ SPECIFIED
8 WITHIN 1.5mm : 0.imm
5 | CONTACT SUS 1 | Ag CLAD OVER 1.5mm : 0.2mm | ISSUE | DATE DESCRIPTIONS OF REVISION APPD.
LB S § LAy T TITLE : TACT SWITCH (SMD) UNIT : mm |DRWG NO.: TD-O3X(SERIES)
3 | CASE PPA 1 | BLACK
2 | CovER SPCC 1_|Ni PLATED MODEL: TD-03X(SERIES) soate: 1 | DWN.| YMG  o6-Feb-2028
1 _|KNOB PPA 1 | BLACK cikp| LM 06-Feb—2026
NO. PARTS MATERIALS QTY FINISH S.T. INDUSTRIAL (ASIA) LIMITED [ppp.| ENG052 |06-Feb-2026
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